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VERIFY UTILITY LINE AND STRUCTURE LOCATIONS

LAYOUT ALL TREE LOCATIONS FOR APPROVAL

ELECTRICAL CONDUIT WILL ONLY BE ALLOWED IN
THE QUTER 6 QF THE TREE WELL,

SEE SECTION 253 OF THE "“STANDARD
SPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION" FOR ADDITIONAL INFORMATION,
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HES PCC PAVT (INTEGRALLY COULORED WITH ANTIQUING
RELEASE AGENT TG MATCH CENTER ST, INTERSECYION 3
"4 BARS SPACED AT 187 0.C. (TYP

ko BT 0L Y "4 BARS, 187 LONG
SPACED AT 187 O.C. (TYP)

r 5 c ] (NEAR STA. 107+82)
1 BAR
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NOTE: MATERIAL, TYPE A 127

UNDISTURBED EXISTING DIRT

CONCRETE SHALL BE CLASS SI AND SHALL ATTAIN A STRENGTH OF
3.500 PSI PRIOR TO OPENING FOR TRAFFIC,

CONCRETE CONTROL JOINTS SHALL BE DETERMINED BY THE ENGINEER.

CROSS SECTION

HIGH-EARLY-STRENGTH PORTLAND CEMENT CONCRETE PAVEMENT 10", STAMPED & COLORED
(NOT TO SCALE)
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